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SPECIFICATIONS:
JASO FC / API TC 

DESCRIPTION
MotoPower JASO FC est une huile de haute performance pour la lubrification des motocyclettes et scooters 
nécessitant un faible dosage d’huile dans le carburant.

AVANTAGES
• Assure une longévité accrue du moteur.
• Allonge la durée d’utilisation des bougies et des valves.
• Réduit le collage des segments et le serrage des pistons.

APPLICATIONS
MotoPower JASO FC est spécifiquement recommandée pour la lubrification des moteurs 2 temps lorsque 
les niveaux de performance JASO FC/API TC sont demandés.

CARACTÉRISTIQUES TYPIQUES

Viscosity @ 40°C-cSt
Viscosity @ 100°C-cSt
Point d’éclair °C
Point d’écoulement °C
Densité @ 20°C - kg/l

ASTM D 445
ASTM D  445
ASTM D 92
ASTM D 97
ASTM D 4052

59,1
9,5
132
-12
0,874

MotoPower JASO FCMéthodes

Les valeurs des caractéristiques figurant dans le tableau ci-dessus sont des valeurs typiques données à titre indicatif.

HYGIÈNE ET SÉCURITÉ
Ce produit utilisé selon nos recommandations et pour l’application prévue ne présente aucun risque 
particulier. Une fiche de données de sécurité de ce produit est disponible sur simple demande auprès des 
services à la clientèle. En cas d’élimination de l’huile usée, veuillez respecter les réglementations en 
vigueur et protéger l’environnement.
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Multipurpose grease with great stability

LUBIX MP

applicati ons

beneFits

•
•
•

Good stability to oxidation.
High resistance to water.
Good mechanical stability under washing.

Lubix MP is intended for the lubrication of bearings, canes, Rails and bearings rolling 
operating in normal conditions of load and temperature.
This multipurpose grease can be used in industry, construction, transportation, and 
agricultural and automotive applications.

typical proprieties
MethodsCharacteristics Units Multiservice

Visual

ASTMD 566

ASTMD 445

°C

mm2/s
°C

Brown
Lithium-Calcium

2
> 160

Mineral
120

-20 à +130

Color
SOAP
NLGI grade
Drop point
Nature of the base oil
Viscosity of oil base at 40 ° C
Temperature of use

The characteristic values appeared on the top in the table are typical values given only as an indication.
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LUBIX MP

health and saFety
If this product is used according to our recommendations and for the planned applications
it poses no particular risk. The Material safety data sheet is available on request from
Customer Services. If elimination of waste oil, please respect the regulations and protect
the environment.
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